Risks of Excess Oil in the Automotive Air
Conditioning System

When servicing an automotive air conditioning system, it is critical to verify the
manufacturer specified refrigerant oil charge/amount.

Adding oil unnecessarily, such as replacing a compressor without removing the
existing oil, or adding extra oil “just in case”, can lead to an over oiled AC
system. An over oiled AC system contains more refrigerant oil than the system is
designed to handle. Excess oil can create a variety of performance and reliability
issues.

Potential Problems Caused by OverQiling

e Reduced compressor performance

e Compressor failure (compressors cannot compress liquid oil)

e Oil coating inside the condenser and evaporator, reducing heat transfer
and resulting in poor cabin cooling

e Restricted refrigerant flow, causing elevated system pressures

e Hindered expansion valve operation

e Increased fuel consumption and reduced MPG

To avoid these issues, always follow proper AC service procedures. Best practice
is to evacuate the system for a minimum of 45 minutes and verify that the
system holds vacuum after evacuation. Evacuation helps remove excess oil or
residual flush from the AC system. Ensuring the correct oil balance in the AC
system is essential for optimal performance, reliability, and efficiency.

TECH TIP

Pre-filled oil amount on
exterior box label ensures
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vital information is easily —fi i
stcess IR E RSG5 All gpd compressors are pre-filled refrigerant
disassemble package. oil, with oil quantity is listed on the

compressor box label. Refer to gpd Tech Tip
#10 ‘Compressor Installation” and #25 ‘Service
Notice: How to Find OEM Refrigerant and Oil
Capacity Specifications’ for more information
in industry best practices.
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