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Always refer to manufacturer specifications located on the 
under-hood decal of the vehicle for model specific refrigerant 
and oil capacity. The correct refrigerant and oil charge is 
necessary for optimal performance of the air conditioning 
system. Over/under charging can cause system damage.

Service Notice: How to Find OEM Refrigerant and 
Oil Capacity Specifications

Refrigerant Type

Refrigerant 
Capacity and 
+/-Tolerance

Oil Type

Oil Capacity

Using gpd’s OEM Refrigerant and Oil Capacity Reference Guide
gpdtechtips.com/techtip25
It is best practice to refer to the manufacturer specifications located on the under-hood decal of the vehicle 
for model specific refrigerant and oil capacity. 
The information provided in this OEM Refrigerant and Oil Capacities Reference Guide is only applicable to 
mobile air conditioning systems with original design. Professional service is always recommended when 
servicing automotive air conditioning systems. Refrigerant recovery and recycling procedures must comply 
with Section 609 of the Clean Air Act [epa.gov].Please note that all information in this guide, including 
manufacturer names, logos, and part numbers are for reference only – and not to be considered exhaustive.

*Professional 
service is always 
recommended.

*Take note of any 
caution notices.

Vehicles with a rear A/C system may have a higher oil capacity than a vehicle 
without rear air. 

Make-Model-Year-Engine

-

Refrigerant Type 
and Capacity (Oz)

Oil Type and 
Capacity (Oz) gpd Oil Part No. Vehicle Notes 

if Applicable

Compressors Prefilled with Oil
gpd 65 series compressors (e.g., 6511414) are pre-filled with oil for ease of installation. The prefilled oil 
amount will be stated on the compressor box label or the compressor label. 

Always verify the manufacturer specified oil and refrigerant capacity 
before servicing the A/C system. Professional service is always 
recommended. 
Refer to gpdtechtips.com/techtip10 for more information on compressor 
installation best practices. 


